








Attachments, Style No. 11, for No. 27 Machine. 
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The Attac'hment Case- 

Fig. 1 shows our Attachments, Style'No. 11, for use on No. 27 sewing machine, 
securely fastened each in its appointed" place in the case provided for them. When 
not in use they should be carefully placed in the position shown. The list shows 
both regular and box numbers. 


o . 

O 0 

i f=* 

3 O 

P 


P M O 
Jr? Ti - 

OQccEHP 


m 

Cl 
JO io 
lO io 
03 03 


be 
I PS 

!•.. o3 , 


.2 - - 

i '* 

CcK—•|’^c<2lQD 


-g "gists-a. 
Sjg.SjJ 


i>i>10000C.O 
ro r\> 


CQ^ 


Qj O 
M c3 


io|ocHap 


C0“£ 

ft 

£ 


. M, s 

S P g 
ta 


t— 1 C3 CO 
00 OD 00 00 


■HWCOTHOCOt- 
00 CO CO co jo O CO 
O O O O tH O O 
O io O to CD O io 
« Oi C{ w Oi Oi « 


4 





































































































I 




'IONS 


The Binder (No, 25526) Binding. 

Substitute the hemmer-foot for tlr; presser-foot and attach the bin !< ;r 
shown above. 

+1 Pas ? tlle tIir pWgh tlie SC1V }1 °1 the binder and draw it back imP 

the needle. Place the edge of the goods to be bound between tin* scr. ,lk; ,,i \ |, t 
•binder and draw it under the needle. Lower the presser-bar, and 

Io change the position of the sefen on the binding, loosen (lie i.luimb- 
Screw which holds the binder to the li mmer-foot and regulate by the screw in 
the rear end of the binder-shat.k Tbfen tighten the thumb-screw. 
i a ias hindmg should be cut thinU. T ixteenths of an inch wide. 'IMiis may 
be done by placing the bias gauge (NodTU Attachment Case) upon the point oi 
the scissors, setting the slide at the line B and passing the edge of the goods 
through it and against the slide while putting. b 


To Bind wi 

Proceed the same as when using 


;h Dress Braad. 

bias binding, as explained above. 


Pin 


i i -cc . T. ■ vt uuib umaiiig, as explained aoove. r 

only dilterence is, the dress braid heir g narrower, the edges will not be turn 
under, as is the case with bias binding. 

To Make prench Folds. 

together trough the bidder and sew as usual, stitching the edges 
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INSTRUCTIONS. 
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The Foot Hemmer (Mo. 26152) Hemming. 

Raise the needle to the highest point. Substitute the foot- 
hemmer for the presser-foot. 

Clip off the right hand corner of the cloth, so that it will take 
the roll more naturally, turn up the edge about a quarter of an inch, 
insert it in the mouth of the hdmmer and draw or push it along 
with i he stiletto until under the lieedle. Then let down the presser- 
bnr and, after taking t\Vo or thr Quitches, draw it gently on the ends 
of the threads to help the wolk along till the feed catches it. 
Hold the edge of the goods between the thumb and forefinger of 
the right hand while it is being hemmed, keeping the mouth of the 
hemmer just full. Should the e<|ge of the goods begin to run out 
of the hemmer, move the hand tolthe right. Should too much cloth 
run in. carrv to the left. 

































INSTRUCTIONS. 


Fig. 4. 



Hemming and Sewing on Lace in One Operation. 

Start the hem as previously explained, and when it is weSt started raise 
the needle to its highest point. Then r|ise the hemmer to relieve its pressure 
on the hem pass the end of the lace through the slot in the side of the hemmer, 
and under the back of the hemmer ont* top of the hem, as shown above. 

Take care that the hem is not ai^Uced in the hemmer, and that the 
needle will go down through the lace a$d hem together. Then let down the 

tootle sb? ^ 6 tte laCe ° Ver J front of the hemmer, keeping it well 

Hem-Stpftching. 

• Insert Wooing paper between two jpieces of goods, sew a straight seam, 
using the ordinary presser-foot, remove paper by bending and tearing it care- 
u y. . A row of stitching on each side cif the hem-stitch makes a pretty finish, 
e size of the hem-stitch depends on the thickness of paper inserted. 
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INSTRUCTIONS. 


7 


Fig. 5. 



The Foot Hemmer (No,, 26152) Felling. 

To make a felled seam, first stitch two pieces of cloth together, 
with lheir edges to the right, holding them so that there is only 
('lot 1 1 enough to make the seam secure between the seam and the 
edge of the upper piece, and enough tp fill the hemmer between the 
seam and the edge of the under piece. Then open the work out 
flat, wrong side up, the edges standing up straight, and, taking 
edges near the beginning of the fhjst seam in the right hand, and 
of the thread in the left hind, draw the edges into the 
emmer without disarranging the work. Slightly lengthen the 
itch and sew the second seam. 
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INSTRUCTIONS. 







The Wide Hemmer (No. 25532) Hemming. 

Substitute the hemmer-foojt for the ordinary presser-foot and 
attach the wide hemmer to it, as shown above. Press the hemmer 
down upon the bed of the maSaae, enter the edge of the cloth into 
t e hemmer and draw it back, and forth until the hem is formed 
stopping with the end under the needle. Power the presser and 
commence to sew, being carefikl to so guide the cloth as 
the hemmer full. 

To change the position cff the seam on the hem lo< 
thumb-screw which holds the 
ulate by the screw in the ret 
tighten the thumb-screw. 


Then 







INSTRUCTIONS. 




enough to allow the 


The Quilter (No. 25534.) 

T mver the presser-foot upon thp work, loosen the presser-foot clamping 
Immb-screw sufficiently to admit df the quilter being placed between it and 

.,. r _Coot and fasten firmly in the position shown *bove. ■ 

regulate the distance betwe^i the rows of stitching loosen the thmn - 
.... ., t back of the quilter and move the quilter-guide as far from the 
leodle as the distance required between the rows raising the 


nut. 


Tcj Quilt. 

Let the'quilter-o-uide follow the, edge of the goods, a straight crease or a 

jszzL'i.m,* •* %**m - *z*s^rztx- 

rows are made straight and at a uniform distance by keeping the 
steadily under the guide. 


A 
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Tfi e Ruffler (No. 26 ( 56) Ruffling). 

r^ c “- 

PrSel. blade ’ ^ f “ »■£ f£Z :STiC 

lever. To makfa fiaegShef ^en th f ^ ^ ^ re Z alati ”S nut in the 

To Raffle andfSew On. 

‘he separator 6 pllte anfthe *7° *° ^ rUffled betwee “ 

parts “ R ^-” 

Without cloth between theVladei? " eVer ' U j der any Cl >cumstances, beoperated 


INSTRUCTIONS. 



The Ruffler (No* 26fi56) Puffing. 

Cut the goods as wide as the puff is wanted, allowing for seams,, 
ii in I 111 flic* each edge alternately, aslhown above. 

The |mil may be made and stifched to a band at one operation 
|.\ I < > 11 < i \ \ 111 ■ 1 instructions on page u, •* To Ruffle and Sew On.” 























































































instructions. 


The Ruffler 

Remove the lower or s 
the presser-bar as already in 
To attach the shirring- 
quarter of an inch and the ba 
Place the stirring-plate so th 
between the slides, those G1 
Plate, then press in the slides 
as far as they will go , keepins 
down solid on the 


f* 158) Shirring. 

Ptor plate and attac 
icted. 

te, draw the front s 
>lide about one-sixtee 


To Shirr. 

loth between the rufflin; 
ruffler on thejgoods and 


' shirring- 
RufHing.” 



INSTRUCTIONS. 13 



This tucker is fastened to 
as the regular presser-foot 
The width of 
tucker-frame at the 
The distance 
on the marker slide rod 

To make tucks without 
of tuck to the mark on its 
and the corresponding mark 
hand end of the sleeve which 
To make a space between 
farther to the left as the desired s 
A very little oil should occa: 
parts of the tucker. 


in the same manner 

termined by the gauge on the 

is regulated by the scale 
of the tucker. 

between, set the gauge for width 
indicates the required width 
slide rod to the left 

the rod. 

move the marker as much 

:e. 

rally be applied to the working 
















































To Operate the Tucker. 


Make the first fold in the [usual manner, by hand. Pass the 
folded edge under the spring on the marking-plate with the part 
that is to be tucked on top, dravh'to the right until the edge comes 
against the gauge, and from you until it covers the feed. Lower 

il, being careful to keep the folded 
carefully at the crease in making 


the presser-foot and sew as usu 
edge against the guide. Fold 
subsequent tucks, and proceed a s before. 










The 

Substitute the un¬ 
der braider-foot for 
the re rular presser- 
foot. Attach the un¬ 
der braider to the 
bed of the machine, 
placing the down¬ 
wardly-bent part in 
the rear of the feed 
and in its slot Press 
it down upon the 
throat-plate in the 
rear of (he needle, 
and push from you 
as far as it will go; 
then fasten in that 
|u isit ii hi 1 >v weans of 
tin- thumb-screw 
ami thread with 
braid, as shown in 
Fig. i4- Adjust to 
therigTit or Jett un¬ 
til the stitches ap¬ 
pear in the centre of 
the braid. The pat¬ 
tern or design to be 
braided must be 
' stamped or traced 
on the wrong side 
of the goods. 


25547) Braiding- 


Under Braider Attached and Threaded. 














































































